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INSTRUMENT APPROACH PROCEDURE CHARTS

              IFR ALTERNATE AIRPORT MINIMUMS

Standard alternate minimums for non precision approaches are 800-2  (NDB, VOR, LOC, TACAN,  LDA,
VORTAC, VOR/DME, ASR or WAAS LNAV); for precision approaches 600-2 (ILS or PAR). Airports within
this geographical area that require alternate minimums other than standard or alternate minimums with
restrictions are listed below. NA - means alternate minimums are not authorized due to unmonitored facility
or absence of weather reporting service. Civil pilots see FAR 91.  IFR Alternate Minimums: Ceiling and
Visibility Minimums not applicable to USA/USN/USAF.  Pilots must review the IFR Alternate Minimums
Notes for alternate airfield suitability.

EAST CENTRAL VOL 1

ANN ARBOR, MI
ANN ARBOR MUNI ............ RNAV (GPS) Rwy 6

RNAV (GPS) Rwy 24
VOR Rwy 6

VOR Rwy 24
NA when local weather not available.

DETROIT, MI
COLEMAN A.
YOUNG MUNI .................. ILS or LOC Rwy 15²

ILS or LOC Rwy 33¹
NDB Rwy 15²

RNAV (GPS) Rwy 15²
RNAV (GPS) Rwy 33²

VOR Rwy 33²
¹ILS, 700-2.
²NA when local weather not available.

NORTH CENTRAL VOL 3

SHENANDOAH, IA
SHENANDOAH MUNI ........ RNAV (GPS) Rwy 4

NDB Rwy 4
VOR/DME Rwy 12

NA when local weather not available.
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